


Control Pro 350 M
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Pos. . Control pro Metal gun silver 0517101
1 : Control Pro Hyk#id gun black plastic / metal 0517100
2 Nozzle 517 (for thick materials, e.g. interior wall paints)* 0517517
Nozzle 311 (for thin materials, e.g. lacquers)* 0517311
3 Nozzle holder 0517200
4 Sealing set 0517900
5 High-pressure hose, 15 m 0517802
6 Telescopic handle 0580390
7 Door (1 pc.) 0580041B
8 Suction hose and Return line 0580206A
9 Clip (suction hose) 9890222
10 Clip (return line) 0327226
11 Return line 0580208
12 Clip (1 pc.) 0512390
13 Filter housing 0580154
14 Filter 0580155
15 Outlet valve 0580072A
16 Repair kit for inlet valve 0580391
17 Inlet valve housing 9885553
‘Control Pro inline filter kit with swivel 0517202
Accessoric 9 ded o de
Description Order No.
Nozzle 619 (for thick materials, e.g. interior wall paints. For coating larger surfaces) 0517619
Filter, red (nozzle 311, 2 pack) 0418 711
Filter, white (nozzle 517/619, 2 pack) 0418713
Gun extension (30 cm) 0517700
Oil (118 ml) 2319722

Further information about the WAGNER range of products for renovating is available under www.wagner-group.com

echnical Data

Pump type Piston pump

Power source 230V~ 50 Hz/ 240V~ 50 Hz

Power consumption 600 W

Fusing Only connect to sockets protected with an Fl fuse (16 A)

Protection class |

Max. spray pressure 11 MPa (110 bar)

Max. delivery rate 1.5 |/min

Sound pressure level * 81 dB (A) Uncertainty K=4 db

Sound pressure output ¥ 94 dB (A) Uncertainty K= 4 db

Oscillation level * < 2.5 m/s? Uncertainty K= 1.5 m/s?
| Max. temperature of coating substance 40°C

Hose length 15m

Max. hose length 30m

Product dimensions approx. 78 (93.5) x 38.5x 52 cm

Weight approx. 13.0 kg

* Measured in accordance with EN 62841-1

Information about the oscillation level

The specified oscillation level has been measured according toa standard test procedure and can be used to compare against electric tools.

The oscillation level is also for determining an initial assessment of the vibrational strain.

Attention! The vibration emission value can differ from the specified value when the electric tool is actually in use, depending on
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----- k:ontrol Pro Fluid Section

T
PN patdeseblon
00 0580060 Fluid section assy.
01 0580032 |Piston
02| 0580077 |Piston bushing 1]
03| 0580080 Piston seal ]
? 0580076 iPRIME seat il
? 0580063 IPRIME switch Il
? 058006‘1 i i;FIuid section housing 1]
m1”:;— 05800‘?4 i 'ffan.s'&'ﬁ;:'ef assy. Tl
14| 0885553 Fitting 1/8NPT Mx3/8 Il
""1"5.— 0580072A Outlet valve ]
~1? 0580391 i’Repair kit for inlet valve ]
m1-; 05866‘4;1}\ 3 lnlet vélvé ﬁouélﬁé Iﬁc oﬁné Il
”1_; 0580065 ‘Gfouné pléte o Il
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